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Environmental Protection Agency § 60.52a 

heat transfer section) of the com-
bustor. 

Refuse-derived fuel or RDF means a 
type of MSW produced by processing 
MSW through shredding and size classi-
fication. 

This includes all classes of RDF in-
cluding low density fluff RDF through 
densified RDF and RDF fuel pellets. 

RDF stoker means a steam generating 
unit that combusts RDF in a semi-sus-
pension firing mode using air-fed dis-
tributors. 

Same location means the same or con-
tiguous property that is under common 
ownership or control, including prop-
erties that are separated only by a 
street, road, highway, or other public 
right-of-way. Common ownership or 
control includes properties that are 
owned, leased, or operated by the same 
entity, parent entity, subsidiary, sub-
division, or any combination thereof, 
including any municipality or other 
governmental unit, or any quasi-
governmental authority (e.g., a public 
utility district or regional waste dis-
posal authority). 

Shift supervisor means the person in 
direct charge and control of the oper-
ation of an MWC and who is responsible 
for on-site supervision, technical direc-
tion, management, and overall per-
formance of the facility during an as-
signed shift. 

Spreader stoker coal/refuse-derived fuel 
mixed fuel-fired combustor or spreader 
stoker coal/RDF mixed fuel-fired com-
bustor means a combustor that fires 
coal and refuse-derived fuel simulta-
neously, in which coal is introduced to 
the combustion zone by a mechanism 
that throws the fuel onto a grate from 
above. Combustion takes place both in 
suspension and on the grate. 

Standard conditions means a tempera-
ture of 20 °C (68 °F) and a pressure of 
101.3 kilopascals (29.92 inches of mer-
cury). 

Twenty-four hour daily average or 24- 
hour daily average means the arith-
metic or geometric mean (as specified 
in § 60.58a (e), (g), or (h) as applicable) 
of all hourly emission rates when the 
affected facility is operating and firing 
MSW measured over a 24-hour period 
between 12 midnight and the following 
midnight. 

Untreated lumber means wood or wood 
products that have been cut or shaped 
and include wet, air-dried, and kiln- 
dried wood products. Untreated lumber 
does not include wood products that 
have been painted, pigment-stained, or 
‘‘pressure-treated.’’ Pressure-treating 
compounds include, but are not limited 
to, chromate copper arsenate, 
pentachlorophenol, and creosote. 

Waterwall furnace means a combus-
tion unit having energy (heat) recovery 
in the furnace (i.e., radiant heat trans-
fer section) of the combustor. 

Yard waste means grass, grass clip-
pings, bushes, shrubs, and clippings 
from bushes and shrubs that are gen-
erated by residential, commercial/re-
tail, institutional, and/or industrial 
sources as part of maintenance activi-
ties associated with yards or other pri-
vate or public lands. Yard waste does 
not include construction, renovation, 
and demolition wastes, which are ex-
empt from the definition of MSW in 
this section. Yard waste does not in-
clude clean wood, which is exempt from 
the definition of MSW in this section. 

[56 FR 5507, Feb. 11, 1991, as amended at 60 
FR 65384, Dec. 19, 1995; 65 FR 61753, Oct. 17, 
2000] 

§ 60.52a Standard for municipal waste 
combustor metals. 

(a) On and after the date on which 
the initial compliance test is com-
pleted or is required to be completed 
under § 60.8, no owner or operator of an 
affected facility located within a large 
MWC plant shall cause to be discharged 
into the atmosphere from that affected 
facility any gases that contain particu-
late matter in excess of 34 milligrams 
per dry standard cubic meter (0.015 
grains per dry standard cubic foot), 
corrected to 7 percent oxygen (dry 
basis). 

(b) On and after the date on which 
the initial compliance test is com-
pleted or is required to be completed 
under § 60.8, no owner or operator of an 
affected facility subject to the particu-
late matter emission limit under para-
graph (a) of this section shall cause to 
be discharged into the atmosphere 
from that affected facility any gases 
that exhibit greater than 10 percent 
opacity (6-minute average). 

(c) [Reserved] 
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